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	Dimensiones en milímetros

	 
	Antes del Montaje 

	 
	Después del Montaje 
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Medidas Pasadores Espiral   DIN 7343
 
L = Largos 
10
12
14
16
20
24
26
30
36
40
50
60
70
80
90
100
120
d1

=

G
r
u
e
s
o
s
2
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
2,5
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
3,5
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
4
 
 
 
 
 
 
 
 
 
x 
 
 
 
 
 
 
 
4,5
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
5
 
 
 
 
 
 
 
 
 
x 
x
 
 
 
 
 
 
6
 
 
 
 
 
 
 
 
 
 
x 
 
 
 
 
 
 
7
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
8
 
 
 
 
 
 
 
 
 
 
 x
 
 
 
 
 
 
9
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
10
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
12
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
14
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

	 
	 

	 
	 
	 

	 
	 
	 


 
Legend:

l - pin length
d1 - pin diameter
a - taper
s - wall thickness of the pin
d2 - diameter rise
Makings:

Steel: 420-545 HV
Stainless: A2
Plastic: - 
Non Ferrous: - 
Thread: - 

Notes:
- 
Table according to ISO 8750:

dimensions in mm 

	d1
	before mounting
	nominal
	0,8
	1
	1,2
	1,5
	2
	2,5
	3
	3,5
	4
	5
	6
	8
	10
	12
	14
	16
	20

	
	
	max.
	0,91
	1,15
	1,35
	1,73
	2,25
	2,78
	3,3
	3,84
	4,4
	5,5
	6,5
	8,63
	10,8
	12,85
	14,95
	17
	21,1

	
	
	min.
	0,85
	1,05
	1,25
	1,62
	2,13
	2,65
	3,15
	3,67
	4,2
	5,25
	6,25
	8,3
	10,35
	12,4
	14,45
	16,45
	20,4

	d2
	before mounting
	max.
	0,75
	0,95
	1,15
	1,4
	1,9
	2,4
	2,9
	3,4
	3,9
	4,85
	5,85
	7,8
	9,75
	11,7
	13,6
	15,6
	19,6

	a
	approx.
	0,3
	0,3
	0,4
	0,5
	0,7
	0,7
	0,9
	1
	1,1
	1,3
	1,5
	2
	2,5
	3
	3,5
	4
	4,5

	s
	0,07
	0,08
	0,1
	0,13
	0,17
	0,21
	0,25
	0,29
	0,33
	0,42
	0,5
	0,67
	0,84
	1
	1,2
	1,3
	1,7

	Minimum shear strength, double, kN
	a 
	0,4
	0,6
	0,9
	1,45
	2,5
	3,9
	5,5
	7,5
	9,6
	15
	22
	39
	62
	89
	120
	155
	250

	
	b 
	0,3
	0,45
	0,65
	1,05
	1,9
	2,9
	4,2
	5,7
	7,6
	11,5
	16,8
	30
	48
	67
	-
	-
	-

	l
	Range of commercial lengths

	nominal
	min.
	max.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	4
	3,75
	4,25
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	
	
	
	

	5
	4,75
	5,25
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	
	
	

	6
	5,75
	6,25
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	

	8
	7,75
	8,25
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	

	10
	9,75
	10,25
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	

	12
	11,5
	12,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	

	14
	13,5
	14,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	

	16
	15,5
	16,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	

	18
	17,5
	18,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	

	20
	19,5
	20,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	

	22
	21,5
	22,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	

	24
	23,5
	24,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	

	26
	25,5
	26,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	

	28
	27,5
	28,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	

	30
	29,5
	30,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	

	32
	31,5
	32,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	35
	34,5
	35,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	40
	39,5
	40,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	45
	44,5
	45,5
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+

	50
	49,5
	50,5
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+

	55
	54,25
	55,75
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+

	60
	59,25
	60,75
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+

	65
	64,25
	65,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	70
	69,25
	70,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	75
	74,25
	75,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	80
	79,25
	80,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	85
	84,25
	85,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	90
	89,25
	90,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	95
	94,25
	95,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	100
	99,25
	100,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	120
	119,25
	120,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	140
	139,25
	140,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+

	160
	159,25
	160,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+

	180
	179,25
	180,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+

	200
	199,25
	200,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+


Note: ??All the information provided on this website is provided on an “as is” and “as commonly used in production” basis and you agree that you use such information entirely at your own risk. This website gives no warranty and accepts no responsibility or liability for the accuracy or the completeness of the information and materials contained in this website. Under no circumstances will the website be held responsible or liable in any way for any claims, damages, losses, expenses, costs or liabilities whatsoever (including, without limitation, any direct or indirect damages for loss of profits, business interruption or loss of information) resulting or arising directly or indirectly from your use of or inability to use this website. 

 
 

· Buy DIN 7343
· Technical information
· 3D model
· Inquiries
· Overstock
	Company
	City
	Country
	Company profile

	TOP LUSAVOUGA - Hardware and Tools
	Cacia
	Portugal
	See Detail

	Quincallerie Angles
	MENDE
	France
	 

	Hans Peter Schulte GmbH
	Plettenberg
	Germany
	 

	José Prats, S.l.u. (EUROVIS)
	Llinars del Vallés
	Spain
	 

	Würth España, S.A.
	Jerez de la Frontera
	Spain
	 

	Würth España, S.A.
	Valdelafuente
	Spain
	 

	Praud Inox Sas
	STE LUCE SUR LOIRE
	France
	 

	Metalcom Sp. z o.o.
	Wroclaw
	Poland
	 

	MCF-ENGROS SRL
	Chisinau
	Moldova
	 

	Stainless UK
	Sheffield
	United Kingdom
	 


[image: image4]
Legend:

l - pin length
d1 - pin diameter
a - taper
s - wall thickness of the pin
d2 - diameter rise
Makings:

Steel: 420-545 HV
Stainless: A2
Plastic: - 
Non Ferrous: - 
Thread: - 

Notes:
- 
Table according to ISO 8750:

dimensions in mm 

	d1
	before mounting
	nominal
	0,8
	1
	1,2
	1,5
	2
	2,5
	3
	3,5
	4
	5
	6
	8
	10
	12
	14
	16
	20

	
	
	max.
	0,91
	1,15
	1,35
	1,73
	2,25
	2,78
	3,3
	3,84
	4,4
	5,5
	6,5
	8,63
	10,8
	12,85
	14,95
	17
	21,1

	
	
	min.
	0,85
	1,05
	1,25
	1,62
	2,13
	2,65
	3,15
	3,67
	4,2
	5,25
	6,25
	8,3
	10,35
	12,4
	14,45
	16,45
	20,4

	d2
	before mounting
	max.
	0,75
	0,95
	1,15
	1,4
	1,9
	2,4
	2,9
	3,4
	3,9
	4,85
	5,85
	7,8
	9,75
	11,7
	13,6
	15,6
	19,6

	a
	approx.
	0,3
	0,3
	0,4
	0,5
	0,7
	0,7
	0,9
	1
	1,1
	1,3
	1,5
	2
	2,5
	3
	3,5
	4
	4,5

	s
	0,07
	0,08
	0,1
	0,13
	0,17
	0,21
	0,25
	0,29
	0,33
	0,42
	0,5
	0,67
	0,84
	1
	1,2
	1,3
	1,7

	Minimum shear strength, double, kN
	a 
	0,4
	0,6
	0,9
	1,45
	2,5
	3,9
	5,5
	7,5
	9,6
	15
	22
	39
	62
	89
	120
	155
	250

	
	b 
	0,3
	0,45
	0,65
	1,05
	1,9
	2,9
	4,2
	5,7
	7,6
	11,5
	16,8
	30
	48
	67
	-
	-
	-

	l
	Range of commercial lengths

	nominal
	min.
	max.
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	4
	3,75
	4,25
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	
	
	
	

	5
	4,75
	5,25
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	
	
	

	6
	5,75
	6,25
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	

	8
	7,75
	8,25
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	

	10
	9,75
	10,25
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	

	12
	11,5
	12,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	

	14
	13,5
	14,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	

	16
	15,5
	16,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	

	18
	17,5
	18,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	

	20
	19,5
	20,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	

	22
	21,5
	22,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	

	24
	23,5
	24,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	

	26
	25,5
	26,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	

	28
	27,5
	28,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	

	30
	29,5
	30,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	

	32
	31,5
	32,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	35
	34,5
	35,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	40
	39,5
	40,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	45
	44,5
	45,5
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+

	50
	49,5
	50,5
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+

	55
	54,25
	55,75
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+

	60
	59,25
	60,75
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+

	65
	64,25
	65,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	70
	69,25
	70,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	75
	74,25
	75,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	80
	79,25
	80,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	85
	84,25
	85,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	90
	89,25
	90,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	95
	94,25
	95,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	100
	99,25
	100,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	120
	119,25
	120,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	140
	139,25
	140,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+

	160
	159,25
	160,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+

	180
	179,25
	180,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+

	200
	199,25
	200,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+


Note: ??All the information provided on this website is provided on an “as is” and “as commonly used in production” basis and you agree that you use such information entirely at your own risk. This website gives no warranty and accepts no responsibility or liability for the accuracy or the completeness of the information and materials contained in this website. Under no circumstances will the website be held responsible or liable in any way for any claims, damages, losses, expenses, costs or liabilities whatsoever (including, without limitation, any direct or indirect damages for loss of profits, business interruption or loss of information) resulting or arising directly or indirectly from your use of or inability to use this website. 

	Product
	Date
	Country
	Detail

	ISO 8750 / DIN 7343; 6 x 75 - St
	2021-03-15 09:53:54
	Germany
	See Detail

	DIN 7343 3x18
	2020-05-14 10:58:57
	Oman
	See Detail

	spiral pin DIN 7343 12X120
	2020-03-02 11:44:17
	France
	See Detail

	ISO 8750 spiral pins
	2019-10-02 09:18:13
	United Kingdom
	See Detail

	DIN 7343
	2019-09-26 07:09:18
	Bulgaria
	See Detail

	DIN 7343
	2019-09-09 14:03:32
	Czech Republic
	See Detail

	DIN 7343
	2018-04-06 15:09:28
	United States
	See Detail


There are no overstock items of this product.

	
 
 
nom. 
	0,8 
	1 
	1,2 
	1,5 
	2 
	2,5 
	3 
	3,5 
	4 
	5 
	6 
	8 
	10 
	12 
	14 
	16 
	20 

	
d 
before 
max. 
	0,91 
	1,15
	1,35 
	1,73 
	2,25 
	2,78
	3,30
	3,84
	4,4 
	5,50
	6,50
	8,63
	10,80
	 12,85
	 14,95 
	17,00 
	21,1

	
1
mounting 
min. 
	0,85 
	1,05
	1,25 
	1,62 
	2,13 
	2,65
	3,15
	3,67
	4,2 
	5,25
	6,25
	8,30
	10,35
	 12,40
	 14,45 
	16,45 
	20,4

	
d2 
mounting before 
max. 
	0,75 
	0,95
	1,15 
	1,4 
	1,9 
	2,4 
	2,9 
	3,4 
	3,9 
	4,85
	5,85
	7,8 
	9,75
	11,7 
	13,6 
	15,6 
	19,6

	
a 
 
≈ 
	0,3 
	0,3 
	0,4 
	0,5 
	0,7 
	0,7 
	0,9 
	1 
	1,1 
	1,3 
	1,5 
	2 
	2,5 
	3 
	3,5 
	4 
	4,5 

	
s 
 
 
	0,07 
	0,08
	0,1 
	0,13 
	0,17 
	0,21
	0,25
	0,29
	0,33
	0,42
	0,5 
	0,67
	0,84
	1 
	1,2 
	1,3 
	1,7 

	Minimum shear 
a 
	0,4 
	0,6 
	0,9 
	1,45 
	2,5 
	3,9 
	5,5 
	7,5 
	9,6 
	15 
	22 
	39 
	62 
	89 
	120 
	155 
	250

	strength, 

double, kN 
b 
	0,3 
	0,45
	0,65 
	1,05 
	1,9 
	2,9 
	4,2 
	5,7 
	7,6 
	11,5
	16,8
	30 
	48 
	67 
	— 
	— 
	— 

	l c nom. 
min. 
max. 
	 

	    4 
    5 
    6 
	    3,75 
    4,75     5,75 
	    4,25 
    5,25 
    6,25 
	 
	 
	  
	 
	 
	 
	 
	 
	 
	 
	 
	 
	  
	  
	 
	 
	 

	
	
	
	
	
	
	
	
	 
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	 
	 
	
	
	
	
	
	
	
	
	

	    8   10 
  12 
	    7,75 
    9,75 
  11,5 
	    8,25   10,25 
  12,5 
	   
	   
	   
	 
	  
	   
	  
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	 
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	
	
	
	
	
	

	  14 
  16 
  18 
	  13,5 
  15,5 
  17,5 
	  14,5 
  16,5 
  18,5 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	
	
	
	
	

	
	
	
	 
	 
	 
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  20 
  22 
  24 
	  19,5   21,5   23,5 
	  20,5   22,5   24,5 
	   
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	 
	   

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	
	
	

	  26 
  28 
  30 
	  25,5 
  27,5 
  29,5 
	  26,5 
  28,5 
  30,5 
	 
	 
	
	
	
	
	
	
	
	
	
	
	
	
	 
	  
	  

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	  
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  32 
  35 
  40 
	  31,5 
  34,5 
  39,5 
	  32,5 
  35,5 
  40,5 
	 
	 
	 
	 
	
	
	
	
	
	
	
	
	   
	   
	   
	   
	 

	  45 
  50 
  55 
	  44,5 
  49,5 
  54,25 
	  45,5 
  50,5 
  55,75 
	  
	  
	 
	  
	 
	 
	 
	 
	 
	 
	  
	
	
	
	  
	  
	 

	
	
	
	
	
	
	
	
	 
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	 
	 
	
	
	
	
	
	
	
	
	

	  60 
  65 
  70 
	  59,25 
  64,25 
  69,25 
	  60,75 
  65,75 
  70,75 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	 
	 
	
	
	
	
	
	
	

	  75 
  80 
  85 
	  74,25 
  79,25 
  84,25 
	  75,75 
  80,75 
  85,75 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	
	
	
	
	
	

	  90 
  95 
100 
	  89,25 
  94,25 
  99,25 
	  90,75 
  95,75 
100,75 
	 
	  
	  
	 
	  
	  
	 
	 
	 
	 
	 
	  
	 
	  
	  
	  
	  

	120 
140 
160 
	119,25 
139,25 
159,25 
	120,75 
140,75 
160,75 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	 
	 
	
	
	
	

	180 
200 
	179,25 
199,25 
	180,75 
200,75 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	a 
Applies to steel and martensitic corrosion-resistant steel products. b 
Applies to austenitic stainless steel products. c 
For nominal lengths above 200 mm, steps of 20 mm. 


	dimensions in mm
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	d1
	before mounting
	nominal
	0,8
	1
	1,2
	1,5
	2
	2,5
	3
	3,5
	4
	5
	6
	8
	10
	12
	14
	16
	20

	
	
	max.
	0,91
	1,15
	1,35
	1,73
	2,25
	2,78
	3,3
	3,84
	4,4
	5,5
	6,5
	8,63
	10,8
	12,85
	14,95
	17
	21,1

	
	
	min.
	0,85
	1,05
	1,25
	1,62
	2,13
	2,65
	3,15
	3,67
	4,2
	5,25
	6,25
	8,3
	10,35
	12,4
	14,45
	16,45
	20,4

	d2
	before mounting
	max.
	0,75
	0,95
	1,15
	1,4
	1,9
	2,4
	2,9
	3,4
	3,9
	4,85
	5,85
	7,8
	9,75
	11,7
	13,6
	15,6
	19,6

	a
	approx.
	0,3
	0,3
	0,4
	0,5
	0,7
	0,7
	0,9
	1
	1,1
	1,3
	1,5
	2
	2,5
	3
	3,5
	4
	4,5

	s
	0,07
	0,08
	0,1
	0,13
	0,17
	0,21
	0,25
	0,29
	0,33
	0,42
	0,5
	0,67
	0,84
	1
	1,2
	1,3
	1,7

	Minimum shear strength, double, kN
	a
	0,4
	0,6
	0,9
	1,45
	2,5
	3,9
	5,5
	7,5
	9,6
	15
	22
	39
	62
	89
	120
	155
	250

	
	b
	0,3
	0,45
	0,65
	1,05
	1,9
	2,9
	4,2
	5,7
	7,6
	11,5
	16,8
	30
	48
	67
	-
	-
	-

	l
	Range of commercial lengths

	nominal
	min.
	max.
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 
	 

	4
	3,75
	4,25
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	
	
	
	

	5
	4,75
	5,25
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	
	
	

	6
	5,75
	6,25
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	

	8
	7,75
	8,25
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	
	

	10
	9,75
	10,25
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	
	

	12
	11,5
	12,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	

	14
	13,5
	14,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	
	

	16
	15,5
	16,5
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	

	18
	17,5
	18,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	
	

	20
	19,5
	20,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	

	22
	21,5
	22,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	
	

	24
	23,5
	24,5
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	

	26
	25,5
	26,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	
	

	28
	27,5
	28,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	

	30
	29,5
	30,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	
	

	32
	31,5
	32,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	35
	34,5
	35,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	40
	39,5
	40,5
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	

	45
	44,5
	45,5
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+

	50
	49,5
	50,5
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+
	+

	55
	54,25
	55,75
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+

	60
	59,25
	60,75
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	+
	+

	65
	64,25
	65,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	70
	69,25
	70,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	75
	74,25
	75,75
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+
	+

	80
	79,25
	80,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	85
	84,25
	85,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	90
	89,25
	90,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	95
	94,25
	95,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	100
	99,25
	100,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	120
	119,25
	120,75
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+
	+
	+

	140
	139,25
	140,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+

	160
	159,25
	160,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+
	+

	180
	179,25
	180,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+

	200
	199,25
	200,75
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	+
	+


